7~ AMIR KABIR PETROCHEMICAL COMPANY

HDPE EX3 (GM 5010 T2N)

High Density Polyethylene

gy "ﬁﬂ.‘t

-.._J-.L.q_. H_-'r sl | Py

"Ir#_. « B
ik _!!g‘

u‘..

1}

_h"'t !'hl'mrﬁa F )

L} Preduct Description:

H E M |

"EX3 (GM 5010 T2M)" is a natural colored high density polyethylene with Butene-1
as comonomer. The product is dassified as PE100 and shows good stress crack
resistance properbies (ESCH) combmed with good impact strength.

Stabilization: Ca-Stearate, Zn-Stearate, Irganox1010, kgafos 168

ElApplications:
Pipe Extrusion PE100 Class
= Pressure pipe.
+ Drinking water and gas pipes.
» Discharge pipes.
= Sewer pipes and their fitings.
« For mjection moulded and other fit tings.
» Shests
| MlProperty Unit TestMethod |  Value
1% MFR{1%0 CrEKg) griomn 120 1133 045 £0.05
2 MFR190 216K priten 120 1133 12.043.0
3" eRmaEE — — 2824
4F  DensEy glem 120 1183 0.945 + 0,002
£ Makched Impact Smength T 1201 T3/ ek, =43
Fipe Evaluation 01N BO74 &
Hours DM 8075 & 1060 min.
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