RAVATHANE®

Technical Data Sheet

Ravathane® 130 A90

Daacriplion. | Thermopiaatc pofyureinane 16 Daked on standard grade saurated polyester ana ha resdience and
BN PELINGE . ARCRBENT A0AXI0N NeRELINOS, higher resislance to Mydrolysis Taiure and caidaton, Good boward
Solvinls and light
Appilcation: Irecton madng.
Typical Properties
PROPERTIES TEST METHOD UNITS VALUES

Hardness 150 860 Shore A 204

Density IS0 1183-1 4 glem® 1,20

Tenside stress at:

_mm IS0 37 MPa 7.3

_mm 150 37 MPa 14

Tenszde strength at break 150 37 MPa 39

Elongation at break 150 37 % 00

Tear strength 150 34-1 B/b M/ rrm 145

Abrasion resistance 150 4640 mm* 40

Properiies haye been ecied on injection maoikded plagues condiboned 2 howrs at mom iemperaiore befome eciing.

application Guideline (Injection Molding)

Mozzle ("C) | Metering (C) | Compression ("C) | Feed (["C)

2210

2Ai-2 30 205-215 195-205

Befare processing, e peliets hawve to be dned at 80-90°C for 2-4 hours. Maximum moisturs content snowd b beiow
0.02%.

DiEclaimer: Tea infiormation provided Rera i fbr refersnca omly. We raquest thot customars hast our products Ba Dheir sppicotion. We
guaranied Erat owr products Wil maet owr written specificotions. The CUMOMErs 0rd Waicoma [0 poatoc! our ourtomer and our
tacRnNEY farVice capartment in o of Question obout Dur ProduCTE.
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