PLASTICIZED ESTER
SERIES 15 & 18

Tﬂ Click on the Product Number In the top row for the Product Data Sheat.

CHARACTERISTIC uNiT PR LPR LPR LPR

6515 7015 6518 7018
Specific gravity 4
ASTM [ 792 gr‘fl:lTl | 1.18 1.19 1.19 1.20
Shore Hardness A 65 70 [ 70
ASTM D 2240 )
g*[";?f.'j‘l'g’“ mm~3 25 25 35 40
30% MPa
psi 1.8 2.4 1.9 2.2
100°%s 260 340 270 310
Tensile Modulus Mpa 2.6 & 2.6 3.2
ASTM D 412 psi 0 SO0 370 450
3007 8.5 14.0 b 2.8
H'Pq 1200 2000 740 830
psi
Tenszile Strength MPz 45.3 39.2 31.5 36.0
ASTM D 412 psi  &500 2500 4500 5100
Elongation at break
ASTM D 412 B 6B0 530 870 830
I?T;fgfs“ﬂh N/mm 65 70 52 60
Flexural Modulus MPa
ASTM D 790 psi
+20°C
MEz
Torsion Test psi
ASTM D 1043 =*C
Pa
psi
Vicat Soft. int i &7 20
D 1525 eF 153 i76
70h/23°
Comp. S5et C%
ASTM D 395 22h/70°
C %%

70hf100°



Impact Test
ASTM D 256 -20°C

Flammability Test UL 94
(vertical buming)
Processing

Features

C %

S'm~2

injection
extrusion

transparent transparent



