RAVATHANE

R130A65

Description: Product is based on standard grade saturated polyester and has strong resilience and tear resistance,
excellent abrasion resisiance, higher resisianca to hydrolysis failure and oxidation, good stakility towards solvents and

light.

Technical Data Sheet

Application: Compounding, working shoes, transparent parts etc.

Typical Properties

2 UNITS
PROPERTIES METHOD (English Metric) NOMIMAL VALUES

Hardness DIN 53505 — 150 BGR Shore A BTA
Density DIN IS0 1183-1 A gfom® 1,17
100% modulus DIM 53504 =150 37 MPa 3
300% modulus DIN 53504 — IS0 37 MPa 6.5
Tensile strength DIN 53504 - 150 37 MPa 25
Elongation at break DIN 53504 - 150 37 % 700
Tear strength DIN ISO 34-1 B/b Nfmm (3]
Abrasion Resistance DIN 150 4649 mm’ 35
Application Guideline (Injection Molding)

Nozde ("C) | Metering ("C) | Compression (C) | Feed (*C) | Pressure (Mpa) | Drying Temp. (*C)

180 175 170 160 b5 80-100

Dikclalmeer: The information provided hene B for refersnce anly, W reguest thal cusdosmners inspect ond tesd owr products before utdng
them o sotisfy themseles a8 fo contents and switability, We warraat that our prodicts will meet our wiitten specifications. AN patent
rights ane reserved, The user [ welcome [o contact our customer and lechnical service center with guestions on eur producls.
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